Specifications for canon digital slr camera eos-5d
mark iii body

Mark M

Technical Specification

General

Brand Canon

Model EOS 5D Mark 111
Type DSLR

Colour Black

Warranty

Warranty Period | 2 years

In the box

Box Contents

DSLR Body, Kit Lens 1, Battery, Battery Charger, Wide Strap, DSLR Bag,
Software CD, Tutorial Booklet, Tutorial CD, Instruction Manual, Warranty
Card, Memory Card, Interface Cable

Other Box EF 24-105 F4L IS USM Lens
Contents

Lens

Lens Mount Canon EF

Lens 1 Name EF 24-105 F4L IS USM Lens
Lens 1: Focal 24 - 105

Length

Sensor




Resolution 22.3 megapixels
Sensor Type CMOS
Sensor Size Full Frame
Shutter Speed

Maximum 1/8000
Shutter Speed

Minimum 30 seconds
Shutter Speed

ISO

Minimum ISO 100
Maximum ISO 12800
Extendible ISO | 25600

Focus

Auto Focus Yes

Manual Focus Yes

Video Recording

Video Recording | Full HD
Mode

Video 1920 x 1080
Resolution

Screen

Screen Type TFT LCD
Screen Size 3 inches
(Diagonal)

Swivel No

Display 1040000 dots
Resolution

Other Technical Specifications
Viewfinder Eye-level Pentaprism
Image Digic 5+
Processing

Engine

Digital Zoom 10 X

WiFi Yes

GPS Tagging Yes

NFC No

Image Format RAW, JPEG, Other
Other Image DCF

Format

Video Format MOV, AVI, MPEG, Other
Other Video H.264
Format

Shooting Modes

Single, High-speed continuous, Low-speed continuous, Silent Single
Shooting and Self-timer (10 sec. self-timer/remote control, or 2-sec. self-
timer/remote control)




Face Detection | Yes

Image Yes
Stabilization

Built-In Flash No
Continuous Yes

Shooting

Self Timer Yes

Speakers No

Live View Yes

Shooting

Interface

Microphone Yes
Microphone Monaural
Specifications

USB Cable Yes

USB Cable Hi-speed USB
Specifications

Remote Control | Yes

Terminal

Remote Control | RS-80N3
Terminal

Specifications

HDMI Ports Yes

HDMI Type C HDMI Mini Out
Specifications

Memory Card SD, SDHC, SDXC
Type

Expandable 4GB

Memory Upto

Dimensions

WxHxD 15x 12 x 8 cm
Weight 950 grams

Product Description :

Canon is proud to present the highly anticipated EOS 5D Mark lll. With supercharged EOS performance
and stunning full frame, high-resolution image capture, the EOS 5D Mark Il is designed to perform.
Special optical technologies like the 61-Point High Density Reticular AF and an extended I1SO range of
100-25600 (expandable to 50 (L), 51200 (H1) and 102400 (H2) make the EQS 5D Mark Il ideal for
shooting weddings in the studio or out in the field, and great for still photography. Advanced
professional-level high definition video capabilities (that includes a host of industry-standard recording
protocols and enhanced performance) make it possible to capture beautiful cinematic movies in EOS HD
quality. A newly designed 22.3 Megapixel full-frame Canon CMOS sensor, Canon DIGIC 5+ Image
Processor, and shooting performance up to 6.0 fps provide exceptional clarity and sharpness, even when



capturing rapidly-unfolding scenes. Additional technological advancements include an Intelligent
Viewfinder, Canon's advanced iFCL metering system, High Dynamic Range (HDR), and Multiple Exposure
mode all of which that help make the EOS 5D Mark Il the perfect multimedia tool.
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